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A turnkey solution for housing the mini analyzer and related items

FEATURES

∙ Holds mini Analyzer, 
  Reagents & Cleaning Solution
∙ Rail or Wall Mounted
∙ Rated NEMA 4X
∙ Insulated FRP Construction
∙ 120V 10 Amp Power Supply
∙ Heated Sample Line and Drain
∙ Forced Air Open Loop Cooling With
  an Ambient Range of -20
∙ Works With Other ChemScan mini 
  Accessories

The ChemScan mini Outdoor Enclosure provides a stable environment
for any ChemScan mini analyzer and provides the ability to locate the
analyzer at or near the sample source, either tank side at a plant or in a 
water distribution system.  This can minimize degradation of unstable
samples and improve cycle time for analysis.   
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Enclosure:
• 37 [940] x 38 [965] x 12 [305] Inches [mm]
• NEMA 4X
• Fiberglass construction (FRP)
• Emergency spill drain
• Insulated on 4 sides
• All Components are UL listed or certified

Climate Control:
• -20°F to 105°F operating range
• 400 Watt Heater-fan
• 24 CFM Filter-fan and exhaust filter with stainless 
steel rain hoods
• Humidity and Temperature Control 

Power:
• Surge protector with 2 auxiliary outlets
• 8 ft power cord, 120VAC, 10 A max
• GFCI outlet required
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